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ThePG185isanelectretcondenser
microphoneforclip-onusewitha
wirelessbodypacktransmitter.
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N108
Eligible to bear CE marking. Conforms to European EMC Directive 
89/336/EEC. Meets applicable tests and performance criteria in 
European Standard EN 55103 (1996) parts 1 and 2, for residential 
(E1) and light industrial (E2) environments.



PG185 Technical Specifications
Type Condenser,electretbias

Frequency Response 60Hzto12,000Hz*(seeFrequencyChart)

Polar Pattern Cardioid(unidirectional)

Output Impedance 1200Ω @1kHz*

Output Level -47dBV/Pa(4.5mV)*

Signal to Noise Ratio 66dB,1kHzat1Pa*

Maximum SPL 120dB

Dynamic Range
(max.SPLtoA-weightednoiselevel)

92dB*

Output Noise 28dB(typical,A-Weighted)*

Recommended Operating Voltage +5VDC,10Vmax(pin2topin1)

Polarity Positivesoundpressureondiaphragmproduces
positivevoltageonpins3and4relativetopin1
(ground)ontheminiTA4Fconnector

Cable 1.22m(48in.)two-conductorshielded

Connector MiniTA4F

Net Weight 23g(0.81oz)

Replacement Parts Windscreen(2),Clothingclip...................RK323

*All measurements taken using RK183PK preamp set to 0dB gain

Wearing the microphone

uAttachthelavaliermic
about15-25cm(6-10in.)
awayfromthemouth.

vConnectthemiccable
tothebodypacktransmitter.

mute

Wiring Diagram

RED (to drain) (DC bias)

BLACK (to source) (audio)

SHIELD

CARTRIDGE TA4F CONNECTOR


